
16. (Currently Amended) The system of claim 1 1, wherein said endoscope disinfecting 
apparatus further comprises: 

[a disinfecting basin that disinfects an air/water and light tube of the endoscope; 

an endoscope body section connected to said disinfecting basin that disinfects a body and 
eye piece of the endoscope^ 

an insertion tube section connected to said endoscope body section that disinfects an 
insertion tube of the endoscope[; and 

wherein said disinfecting basin is a pouch connected to a side of said endoscope body 
section]. 

17. (Cancelled) The system of claim 11, wherein said endoscope disinfecting 
apparatus further con^rises: 

a disinfecting basin that disinfects an air/water and light tube of the endoscope; 

an endoscope body section connected to said disinfecting basin that disinfects a body and 
eye piece of the endoscope; 

an insertion tube section connected to said endoscope body section that disinfects an 
insertion tube of the endoscope; and 

wherein said disinfecting basin is a well connected to a side of said endoscope body section. 

1 8. (Currently Amended) The system of claim [1 1] 16, wherein [said endoscope 
disinfecting apparatus further conq>rises: 

a disinfecting basin that disinfects an air/water and light tube of the endoscope; 

an endoscope body section connected to said disinfecting basin that disinfects a body and 
eye piece of the endoscope; and 

an insertion tube section connected to said endoscope body section that disinfects an 
insertion tube of the endoscope,] wherein said insertion tube section is coiled. 

19- (Original) The system of claim 18, wherein said endoscope disinfecting apparatus 
fiirther conq>rises a support cylinder and said insertion tube section is coiled around said support 
cylinder. 
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